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0
THREE INCHES EQUALS ONE FOOT

1
ONE AND ONE HALF INCHES EQUALS ONE FOOT

0              1 2
ONE INCH EQUALS ONE FOOT

1 2 30
THREE QUARTERS INCH EQUALS ONE FOOT

0 1 2 3 4
0NE HALF INCH EQUALS ONE FOOT
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THREE EIGHTS INCH EQUALS ONE FOOT
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ONE QUARTER INCH EQUALS ONE FOOT
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ONE EIGHTH INCH EQUALS ONE FOOT
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GENERAL LAYOUT

INSTALL POWER DOOR
OPERATORS37

CH 3/2012
2953

1 1
528A5-12-511SL

BIOMETRIC FINGER
PRINT READER

REMOTE DOOR
SWITCH

POWER DOOR OPERATOR

Common Space
Engineering
Mech. 28 SQFT.

EMERGENCY POWER PANEL
RPEM 2B

40

NOTES
Install Low Energy Automatic Power Door
Operators.  Each door shall receive 24V electric
strike operated by the power door operator and
wireless activating push buttons with push plates,
except door controlled by Access Control System
which will receive (1) push button with push plate
on the inside of the passageway.
All power door operator finishes shall be dark
bronze anodize aluminum .
Basis of Design is Horton EasyAccess Series 7000
or equal
All installations shall meet Uniform Federal
Accessibility Standards and ANSI A156.19
Were shown, key operated electric switch shall
deactivate power door operator to achieve
effective locking function.
All wiring and conduit runs shall be concealed.
All branch circuits shall be connected to
Emergency Power Panel RPEM 2B.
Portions of Building 37 Second Floor may be under
construction at the time of this award.  It is
incumbent upon the successful bidder to
coordinate all work with other contractors woring
in the area and the VA.

ELECTRIC KEY SWITCH, Stanley
Security Solutions key switch; 1W7D2
Switch type: DPST (Double pole-single
throw), Switch lock action: Maintained
(off-on) Horsepower rating: 1 HP @
125-250 VAC or VDC


